JT-11-BM + JT-9960-C = ULTRA-HIGH PERFORMANCE OUTPUT STAGE
THIS DRIVER SUITABLE FOR LOADS OF 3@¢@f MINIMUM AND UF TO S@o FEET OF TYPICAL CAELE
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IMPUT IMPEDAMNCE: > 1 MQ

GAIM = 12 dB (Aw=4)

FREQUENCY RESPOMSE: -@.2 dB @ 1@ Hz & 25 kH=z
-3.2 dB @ ©.39@ Hz & 15@ kH=z

RATED QUTPUT: +2B dBu INTO E2@ & LOAD

DISTORTION: <@,@l% THD @ +2@ dBu 2@ Hz CUTPUT

FULL POWER BANDWIDTH: 15@ kHz

QUTPUT SOURCE IMFPEDANCE: @ @

DEUIATION FROM LIMEAR PHASE: <1° 20 Hz TO 2@ kHz

SUPPLY CURRENT: 25 mA QUIESCENT, 32@ mA MAX

NOTES
1. ALL RESISTORS ARE *1% 1/4w METAL FILM TYPES, ROEDERSTEIM MKZ2-1 OR EQUIUALENT

( 1k@® = 1.00k & 15r@ = 15.9 ) . ASO26
2. ALL CAPACITORS ARE POLYPROPYLEME, POLYSTYREME, OR NP®/C@G CERAMIC TYPES ]ensen
3. USE GOOD HIGH FREQUENCY CONSTRUCTION TECHNIQUES. USE OF POWER & GROUND 09,1895

FLAMES IS HIGHLY RECOMMEMDED.

4. ¥1 IS JEMNSEN #JT-0LI-2 LOAD ISOLATOR 7135 HAYUENHURST AUE.
VAN HUYS, CALIFORMIA S9140E
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