JT-18KB-D + JT-990-C + JT-123-BL = 50Q LONG LIME DRIVER

DRIVES =2@@@® FEET OF BELDEM 28451 CABLE WITH »*E@ kHz BANDWIDTH AMD NO SQUARE WAUVE OUERSHOOT
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NOTES

L1 M=

GAIN RAMNGE

DISTORTION:

SUPPLY CURRENT:

INFUT IMFEDAMNCE: 41 k@

= —-12Z dB to

FREQUENCY RESPONSE: -2

-3

RATED QUTPUT: +2@ dBu IN 5@ @ TERMIMATED LIME
<@.1% THD @ +2@ dBu 28 Hz OQUTPUT
QUTPUT IMPEDAMCE: 5@ Q
DEVIATION FROM LIMEAR PHASE: <1° 2@ Hz TO 2@ kHz
LONGITUDINAL BALANCE: BETTER THAM 1% TYFPICAL
2@ mA QUIESCENT, 35@ mA MAX

(36 k@ for JT-Bl1@K-BE2
+& dB IN TERMINATED LINE
.2 dB 8 1@ Hz & 25 kH=z
.@ dB @ @.9@ Hz & 15@ kHz

. ALL RESISTORS ARE f1% 1-4u METAL FILM TYPES., ROEDERSTEIW MKZ-1 OR EQUIVALEMT (1lkea
. ALL CAPACITORS ARE FPOLYPROPYLEME, POLYSTYREMNE, OR MPO-C@G CERAMIC TYPES (2n3 = 3.9
. %1 IS OPTIOMAL WICKMAMW 133942 SERIES 9@ WVOLT GAS TUBE ARRESTORS

RECOMMENDED TO PROTECT AGAINWST LIGHTMNIMG IMDUCED TRAMSIEWMT WOLTAGES WHICH

ARE COMMOM TO SYSTEMS WITH VERY LOMG CABLE RUNS.

4. USE GOOD HIGH FREQUEMCY COMSTRUCTION TECHMIQUES. WSE OF POWER & GROUND

PLAMES IS HIGHLY RECOMMENDED.

5. FOR INFUT LEVELS UF TO +24 dBu, USE JT-B11@K-B SHOWN AS ALTERMATE
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