HIGH OUTPUT LINE DRIVER FOR SINGLE ENDED POWER SUPPLY
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GAIM 1.E¥ to £.@¥ or 4 dB to 18 dB

INPUT IMPEDAMCE 2.5 k& to 12.5 k@

OUTPUT IMPEDANCE @ @

MAXIMUM OQUTPUT APPROX +24 dBu (with +24 W SUFPPLY)

NOTES

THIS CIRCUIT MAY BE USED WITH & SUPPLY UP TO +4@ UDC
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AlsAZ MUST BE LOW OFFSET UOLTAGE-CURRENT T¥PE SHOWW TO PREVEMT EXCESS DC ACROSS T1
ALL RESISTORS ARE 1% 1-40 METAL FILM TYPES. ROEDERSTEIM MKZ-1 OR EQUIUALEMT

01 THRU D4 ARE HIGH COMDUCTANCE DIODES, SUCH AS 1N4442 or 1N4002

cg, C3, AND C4 ARE POLYPROPYLEME, FOLYSTYREME, OR NPO.C@G5 CERAMIC TYPES
X1l AND X2 ARE QUTPUT LoaD ISOLATORS, JENSEM #JT-0LI-2 (3.3 wH I 39 @
USE GOOD HIGH FREQUENCY COMSTRUCTION TECHMIQUES.

(USE OF A GROUND FLAME IS HIGHLY RECOMMENDED)

C)COPYRIGHT 1934, 1338 JENSEN TRAMSFORMERS, INC.
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